
Fast-Fold¨ Screens
Fast-Fold¨ Drapery Kits

Product Features

Overall Viewing
Size Area Height

H x W mm H X W mm 1143 Skirt

1830 x 2440 1730 x 2340 3280

2290 x 3050 2180 x 2950 3730

2740 x 3660 2640 x 3560 4190

FAST-FOLD DELUXE - DIMENSIONS

The fire retardant cotton velour drapery attaches with snaps to Fast-Fold Truss and Fast-Fold Truss Deluxe
screens and drapery hardware. Drapery is fully box pleated for a polished, professional appearance. The kit is
comprised of a valance bar, 35.5 cm valance drape, wing bars, 81.3 cm wide wing drapes, a 114.3 cm long skirt
that attaches to the screen surface without tools, and a wheeled carry case (carry case optional on Fast-Fold
Deluxe). An optional skirt bar is available to change the picture aspect ratio. Fast-Fold Truss and Fast-Fold Truss
Deluxe drapery are interchangeable, but the hardware is not. Available colours of blue, black and grey.

Overall Viewing
Size Area Height

H x W mm H X W mm 1143 Skirt

2130 x 2740 1830 x 2440 3580

2590 x 3350 2290 x 3050 4040

3960 x 5180 2740 x 3660 4500

3960 x 5180 3660 x 4880 5410

FAST-FOLD TRUSS- DIMENSIONS

Hardware:

l Frame Wing Bars (pair).

l Frame Valance Bar.

l Frame Adjustable Skirt Bar.

To Attach Presentation Drapery

1. Unfold valance bar and lock all latches.

2. Attach valance bar to screen frame by sliding the 
U shaped dress up hanger onto the shoulder rivets 
protruding from the screen frame. Attach valance 
drape to valance bar.

3. Attach wing arms to valance bar by sliding the U 
shaped dress up hanger onto the shoulder rivets 
protruding from the valance bar.  Note the colour 
coded tape. Attach wing drapes to  wing bars. 
Observe stage left and stage right markings.

3A. If valance bar cannot be used, wing bars can be 
attached to screen frame. Fold wing drapes under 
at the floor.

4. Attach skirt by snapping onto the buttons on the 
bottom of screen surface.

5. If drapery kit has adjustable skirt bar, unfold skirt 
bar and lock all latches, attach U shaped hanger 
onto dress up rivets protruding from the screen 
frame near the bottom. To adjust skirt bar, loosen 
the two black knobs and slide skirt bar up to 
desired height.

5A. Screen may be lowered when skirt bar is raised, 
so that the skirt will be near floor level.

6. If an adjustable steady rest is provided, it should 
be placed in the centre of the adjustable skirt bar
to prevent it from sagging.
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